
 

 

NOTICE TO BIDDERS 
For Exterior Painting of One 

Five Million Gallon Storage Tank 

April 17, 2014 

ADDENDUM # 1 

Technical Provisions Section, Item 5 – QUALITY ASSURANCE 

 add letter k: 

Inspection overtime premium over 8 hours per weekday and Saturdays shall be borne by the 

Contractor at the rate of $100.00 per hour.  

 add letter l: 

Saturdays over 8 hours and Sunday’s inspection overtime shall be borne by the Contractor at the 

rate of $150.00 per hour. 

 

Technical Provisions Section, Item 15, letter c – PREPARATION 

delete original wording: 

Field blast cleaning for all surfaces shall be dry method unless otherwise directed. Contractor is 

responsible for maintaining dust emissions within the legal level and that level which would not 

create a nuisance. 

change to read as follows: 

Field blast cleaning shall be performed via wet abrasive blasting with Hold Tight 102 rust inhibitor 

solution added to the water as per manufacturer’s recommendation. Dry blasting will not be 

allowed. 

 

Technical Provisions Section, Item 16 – APPLICATION 

 add letter n: 

Conduit attached to the side of the climbing ladder shall be coated along with the tank shell and 

ladder.  

 Add letter o: 

Following the finish coat application, the annular ring gap between the tank and foundation shall be 

caulked with Sika Flexible Thiokol caulking as per manufacturer’s specifications. 

Add letter p: 

Tank Dimensions are 140 feet diameter by 50 feet height. 

 


