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ABBREVIATION LIST

13TH STREET WATER EXTENSION

+ PLUS OR MINUS MH MANHOLE

AB AGGREGATE BASE MIN MINIMUM

AC ASPHALT CONCRETE N.T.S. NOT TO SCALE

ADA AMERICANS WITH DISABILITY ACT PCC POINT OF COMPOUND CURVE
BC BEGINNING OF CURVE R PROPERTY LINE

BDRY BOUNDARY PP POWER POLE

BM BENCH MARK PRC POINT OF REVERSE CURVE
BO BLOW—-OFF PUE PUBLIC UTILITY EASEMENT
BOC BACK OF CURB PVC POLYVINYL CHLORIDE PIPE
BSL BUILDING SETBACK LINE P or PYMT PAVEMENT

BW BACK OF WALK R RADIUS

C&G CURB AND GUTTER RCP REINFORCED CONCRETE PIPE
CB CATCH BASIN RET RETURN

CO CLEANOUT ROW RIGHT OF WAY

¢ CENTER LINE S/W SIDEWALK

C or CONC. CONCRETE S SANITARY SEWER

D STORM DRAIN SD STORM DRAIN

D—FM STORM DRAIN FORCE MAIN SHT SHEET

D.I.P. DUCTILE IRON PIPE SNS STREET NAME SIGN

EC END OF CURVE SP STANDPIPE

ELEV. ELEVATION STA STATION

EP EDGE OF PAVEMENT STD STANDARD

ESMT EASEMENT TBM TEMPORARY BENCH MARK
EX or EXIST EXISTING TC TOP OF CURB

FF FINISH FLOOR TEMP TEMPORARY

FH FIRE HYDRANT THRU TRHOUGH

i FLOW LINE TPE TREE PLANTING EASEMENT
GB GRADE BREAK VC VERTICAL CURVE

HORIZ HORIZONTAL VCP VITRIFIED CLAY PIPE

HP HIGH POINT VERT VERTICAL

INV. INVERT W WATER

IRR IRRIGATION U.N.O. UNLESS NOTED OTHERWISE
JP JOINT POLE upP UTILITY POLE

LF LINEAL FEET TYP. TYPICAL

LEGEND (PLANS)

EXISTING PROPOSED
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ACCESSIBLE PARKING STRIPING
BACKFLOW PREVENTOR
BENCHMARK

BOLLARD

CATCH BASIN

CLEAN OUT

CONCRETE

CONTOUR

DOOR

DOUBLE DETECTOR CHECK VALVE
DRAIN INLET

ELECTRIC METER/BOX
ELECTROLIER

ELEVATION W/ DESCRIPTION
FIRE DEPARTMENT CONNECTION
FIRE HYDRANT

GAS METER/BOX

GAS VALVE

HOSE BIB

IRRIGATION  VALVE

MANHOLE

POINT INDICATOR VALVE
SANITARY SEWER MANHOLE
SIGN

STORM DRAIN MANHOLE

STREET/SITE LIGHT PULL BOX
TELECOMMUNICATIONS BOX
TELECOMMUNICATIONS MANHOLE
TRAFFIC SIGNAL

TRAFFIC SIGNAL BOX

TREES W/ DRIP LINE

UNDERGROUND UTILITY LINE
LABEL AND DIRECTION

UTILITY POLE

WALL (HEIGHT/TYPE NOTED)
WATER METER/BOX

WATER VALVE

CONCRETE

PAVEMENT
ARG GRAVEL
Eeassemasea BRICK /PAVERS

LANDSCAPE

IMPROVEMENT PLAN

LOS BANOS, CALIFORNIA
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WATERLINE LAYOUT AND DESIGN
EROSION CONTROL PLAN

CONTACT INFORMATION

OWNERS: CITY OF LOS BANOS

520 J STREET
LOS BANOS, CA 93635
CONTACT: GREG PIMENTEL

(209) 827-7056

CIVIL ENGINEER: O’'DELL ENGINEERING

1165 SCENIC DRIVE, SUITE B
MODESTO, CA 95350
CONTACT: MIKE PERSAK
(209) 571-1765

BENCHMARK:

DATUM: NAVD88 (HORIZONTAL DATUM: NAD 83 — EPOCH DATE 2010 PER NGS
CORS S300)

NAME: #1501 1

ELEVATION: 117.52 FEET

LOCATION: NORTHING: 1842686.72, EASTING: 6462938.78

13 FEET NORTH OF CHAINLINK FENCE. 2 FEET NORTH OF SOUTH EDGE

OF PAVEMENT.

PLAN REVISIONS
NO.| DATE REVISION
NO.

ENGINEERING

Modesto Palo Alto  Pleasanton

1165 Scenic Drive, Suite B
Modesto, CA 95350

Ph 209.571.1765 odellengineering.com
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GENERAL NOTES:

20.

21.

22.

23.

24.

25.

CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND
PROPERTY; THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE
LIMITED TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL
DEFEND, INDEMNIFY AND HOLD THE OWNER, ENGINEER AND THE CITY HARMLESS
FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE
PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING
FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER.

UNLESS OTHERWISE STATED, ALL STATIONS INDICATED ON THE IMPROVEMENT
PLANS ARE REFERENCED TO THE CENTER LINE OF THE STREET. ALL STATIONS
ON THE CURBS ARE PERPENDICULAR TO OR RADIALLY OPPOSITE CENTER LINE
STATIONS, UNLESS OTHERWISE NOTED.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL
EXISTING FACILITIES.

THE CONTRACTOR SHALL PROVIDE ALL LIGHTS, SIGNS, BARRICADES, FLAGMEN OR
OTHER DEVICES NECESSARY TO PROVIDE FOR PUBLIC SAFETY IN ORDINANCE WITH
THE CURRENT ISSUE OF "MANUAL OF TRAFFIC CONTROLS WARNING SIGNS, LIGHTS
AND DEVICES FOR USE IN PERFORMANCE OF WORK UPON HIGHWAYS" PUBLISHED
BY THE STATE OF CALIFORNIA BUSINESS AND TRANSPORTATION AGENCY.

ALL MATERIALS, WORKMANSHIP, AND CONSTRUCTION SHALL BE DONE IN
ACCORDANCE WITH THE REQUIREMENTS OF THE CURRENT CITY OF LOS BANOS
IMPROVEMENT STANDARDS AND SPECIFICATIONS; AND THE LATEST EDITION OF THE
STATE OF CALIFORNIA, DEPARTMENT OF  TRANSPORTATION, STANDARD
SPECIFICATIONS. LOS BANOS STANDARD PLANS ARE AVAILABLE AT
WWW.USSPECBOOK.COM.

THE OWNER IS RESPONSIBLE FOR ARRANGEMENTS TO PAY FOR ALL MATERIAL
TESTING REQUIRED BY THE PUBLIC WORKS INSPECTOR. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO SEE TO IT THAT ALL TESTING REQUIRED BY THE PUBLIC
WORKS INSPECTOR IS PERFORMED.

THE CONTRACTOR SHALL MEET WITH CITY OF LOS BANOS AT LEAST 48 HOURS
PRIOR TO START OF CONSTRUCTION WITH 24 HOURS NOTICE REQUIRED BEFORE
ALL INSPECTIONS. ALL ARRANGEMENTS FOR SITE INSPECTION ARE THE
RESPONSIBILITY OF THE CONTRACTOR. THE CITY OF LOS BANOS WILL REQUIRE A
PRE—CONSTRUCTION MEETING PRIOR TO THE START OF CONSTRUCTION.

ALL CONSTRUCTION SHALL BE LIMITED TO BETWEEN THE HOURS OF 7:00 AM.
AND 9:00 P.M., MONDAY THROUGH FRIDAY AND INSPECTION REQUESTS SHALL BE
LIMITED TO NORMAL CITY BUSINESS HOURS: 7:00 A.M. THROUGH 4:00 P.M.
MONDAY THROUGH FRIDAY. IF OVERTIME IS REQUIRED, THE CONTRACTOR SHALL
INFORM THE CITY OF LOS BANOS PUBLIC WORKS INSPECTOR. ARRANGEMENTS
FOR ANY OVERTIME INSPECTION SERVICES AND PAYMENT OF FEES FOR SAME
SHOULD BE MADE 48 HOURS IN ADVANCE AND ARE SUBJECT TO INSPECTION
AVAILABILITY AND APPROVAL BY THE CITY ENGINEER.

THE CITY OF LOS BANOS OR ASSOCIATED UTILITY COMPANY AND RESIDENCES TO
BE AFFECTED SHALL BE NOTIFIED IMMEDIATELY UPON ANY UTILITY SERVICE
DISRUPTION OTHER THAN SPECIFIED ON THESE IMPROVEMENT PLANS AND A 48
HOUR NOTICE SHALL BE GIVEN FOR ANY PLANNED DISRUPTION.

DUST SHALL BE CONTROLLED BY THE CONTRACTOR AS PER SECTION 10 OF THE
STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION, STANDARD
SPECIFICATIONS AND THE CITY OF LOS BANOS’ SPECIFICATIONS. WATER FOR DUST
CONTROL AND USE FOR COMPACTION MAY BE PURCHASED FROM THE
APPROPRIATE AGENCY PRIOR TO START OF ANY WORK, AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR FOR ANY FEES OR DEPOSITS. IT IS ALSO
THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN CLEANLINESS OF THE EXISTING
IMPROVED STREETS IN THE CONSTRUCTION AREA.

. THE CONTRACTORS SHALL SUBMIT TO THE ENGINEER, PRIOR TO FINAL

ACCEPTANCE, AS BUILT DRAWINGS OF ALL IMPROVEMENTS REPRESENTED BY THE
PROJECT PLANS AND SPECIFICATIONS.

CONSTRUCTION EQUIPMENT SHALL UTILIZE PACHECO PASS HIGHWAY (STATE ROUTE
152) FOR ACCESS.

THE CONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS FROM DAMAGE. COST
OF REPLACING EXISTING IMPROVEMENTS SHALL BE INCLUDED IN THE UNIT PRICE
BID FOR ITEMS REQUIRING REMOVAL AND REPLACEMENT OF EXISTING
IMPROVEMENTS.

THE CONTRACTOR IS TO MAKE PROVISIONS FOR TRENCH SPOILS.
SAWCUT ALL TRENCHES IN EXISTING PAVEMENT.

THE CONTRACTOR IS RESPONSIBLE FOR COMPACTION OF ALL UTILITY TRENCHES
INCLUDING P.G.&E. AND FOR THE SPOILS GENERATED BY THESE SAME UTILITY
TRENCHES.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE DESIGN ENGINEER OF
ANY ANTICIPATED SOILS IMBALANCE SO GRADES CAN BE ADJUSTED. ADJUSTMENTS
REQUIRE THE APPROVAL OF THE CITY ENGINEER.

ALL ENDS, BENDS, AND TEES ON WATER LINES MUST HAVE ADEQUATE THRUST
BLOCKS PER CITY OF LOS BANOS REQUIREMENTS.

THE CITY OF LOS BANOS WILL OPERATE ALL EXISTING WATER VALVES.
CONTRACTOR SHALL MAKE ARRANGEMENTS IN ADVANCE WITH THE PUBLIC WORKS
INSPECTOR.

DRAWING DETAIL NUMBERS SHOWN ON THE PLANS REFER TO DRAWINGS
CONTAINED IN THE CITY OF LOS BANOS' IMPROVEMENT STANDARDS AND
SPECIFICATIONS, SHOWN THUS; (I.E. DET. BF—1)

CONTRACTOR SHALL FURNISH CERTIFICATES OF COMPLIANCE TO THE CITY FOR
CRUSHED MISCELLANEOUS BASE MATERIAL AND FOR THE SPECIFIED CLASS OF
P.C.C. PRIOR TO PAVING ROADWAYS.

IN AREAS WHICH ARE TO RECEIVE A.C., P.C.C., OR AGGREGATE BASE, THE
CONTRACTOR SHALL MAINTAIN SUBGRADE AT THE AS—GRADED WATER CONTENT. IF
THE SUBGRADE IS ALLOWED TO DRY, THE WATER CONTENT OF SOIL SHOULD BE
RAISED TO THE RECOMMENDED VALUE SPECIFIED FOR THE PROJECT.

STREET SIGNS, TRAFFIC CONTROL SIGNS, AND PAVEMENT MARKINGS SHALL BE
PROVIDED AND INSTALLED BY THE CONTRACTOR AT LOCATIONS SHOWN ON THESE
PLANS.

THE CONTRACTOR SHALL SECURE A TRENCH PERMIT FROM THE CALIFORNIA
DIVISION OF INDUSTRIAL SAFETY PRIOR TO EXCAVATION OF ANY TRENCH OVER
FIVE FEET IN DEPTH.

THE CONTRACTOR SHALL VERIFY LOCATIONS OF ALL EXISTING UNDERGROUND
UTILITIES AND SHALL CONTACT THE RESPECTIVE UTILITY COMPANIES PRIOR TO
COMMENCEMENT OF WORK. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
LOCATION AND PRESERVATION OF ALL SUCH FACILITIES IN THE AREA OF

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

CONSTRUCTION AND SHALL NOTIFY UTILITIES FORTY—EIGHT (48) HOURS IN
ADVANCE OF ANY CONSTRUCTION.

CONTRACTOR IS RESPONSIBLE FOR COORDINATION OF THE REMOVAL OR
RELOCATIONS OF ALL EXISTING UTILITIES WITH RESPECTIVE UTILITY COMPANIES.

ALL WATER LINES SHALL BE TESTED AND DISINFECTED IN COMPLIANCE WITH THE
REQUIREMENTS OF THE CITY OF LOS BANOS IMPROVEMENT STANDARDS AND
SPECIFICATIONS, PRIOR TO FINAL ACCEPTANCE.

ALL TRENCHES ON MAJOR AND COLLECTOR STREETS AND CROSS TRENCHES ON
ALL STREETS SHALL BE PAVED WITH TEMPORARY PAVING THE SAME DAY THE
PAVEMENT CUT IS MADE.

IT IS INTENDED THAT THESE PLANS AND SPECIFICATIONS REQUIRE ALL LABOR
AND MATERIALS NECESSARY AND PROPER FOR THE WORK CONTEMPLATED AND
THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THEIR TRUE INTENT AND
PURPOSE. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY
REGARDING ANY DISCREPANCIES OR AMBIGUITIES WHICH MAY EXIST IN THE PLANS
OR SPECIFICATIONS. THE ENGINEER'S INTERPRETATION OR CORRECTION THEREOF
SHALL BE CONCLUSIVE.

FOR ALL WORK WITHIN PUBLIC RIGHT—OF—-WAYS, THE CONTRACTOR SHALL OBTAIN
AN ENCROACHMENT PERMIT AND SHALL PRESERVE THE INTEGRITY AND LOCATION
OF ANY AND ALL PUBLIC UTILITIES, STREET IMPROVEMENTS AND PROVIDE
NECESSARY CONSTRUCTION TRAFFIC CONTROL. THE CONTRACTOR SHALL
THROUGH THE ENCROACHMENT PERMIT PROCESS, VERIFY WITH THE CITY OF LOS
BANOS THE NEED FOR ANY DETOUR PLAN. IF A PLAN IS REQUIRED,
CONTRACTOR SHALL PROVIDE PLAN AND RECEIVE APPROVAL PRIOR TO
CONSTRUCTION.

THE CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL-SIZE RECORD
DRAWINGS SHOWING THE FINAL LOCATION AND LAYOUT OF ALL ELECTRICAL,
PIPING AND CONDUITS, STRUCTURES AND OTHER FACILITIES. THE AS—BUILTS OF
THE ELECTRICAL SYSTEM SHALL INCLUDE THE STREET LIGHT LAYOUT PLAN
SHOWING LOCATIONS OF LIGHTS, CONDUITS, CONDUCTORS, POINTS OF
CONNECTIONS, PULLBOXES AND WIRE SIZES. AS—BUILT RECORD DRAWINGS SHALL
REFLECT CHANGE ORDERS, ACCOMMODATIONS AND ADJUSTMENTS TO ALL
IMPROVEMENTS CONSTRUCTED. WHERE NECESSARY, SUPPLEMENTAL DRAWINGS
SHALL BE PREPARED BY THE CONTRACTOR.

PRIOR TO ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL DELIVER TO
THE ENGINEER, ONE SET OF NEATLY MARKED AS—BUILT RECORD DRAWINGS
INCLUDING THE INFORMATION REQUIRED ABOVE. AS—BUILT RECORD DRAWINGS
SHALL BE REVIEWED AND THE COMPLETE AS—BUILT RECORD DRAWINGS SET
SHALL BE CURRENT WITH ALL CHANGES AND DEVIATIONS REDLINED AS A
PRECONDITIONED TO THE FINAL PROGRESS PAYMENT APPROVAL AND/OR FINAL
CITY ACCEPTANCE. THE ENGINEER SHALL PROVIDE THE CITY WITH A COMPLETE
REPRODUCIBLE AS—BUILTS RECORD DRAWING SET.

WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN

GENERAL TERMS BUT NOT IN COMPLETE DETAIL, IT IS UNDERSTOOD THAT ONLY
THE BEST GENERAL PRACTICE IS TO PREVAIL AND THAT ONLY MATERIALS AND

WORKMANSHIP OF THE FIRST QUALITY ARE TO BE USED.

THE CONTRACTOR SHALL OBTAIN ALL PERMITS AND LICENSES REQUIRED FOR THE
CONSTRUCTION AND COMPLETION OF THE PROJECT.

CONSTRUCTION STAKING SHALL BE DONE BY THE CONTRACTOR.

THE CONTRACTOR SHALL EXERCISE DUE CAUTION AND SHALL CAREFULLY
PRESERVE BENCH MARKS, REFERENCE POINTS AND ALL SURVEY STAKES, AND
SHALL BEAR ALL EXPENSES FOR REPLACEMENT AND/OR ERRORS CAUSED BY
THEIR UNNECESSARY LOSS OR DISTURBANCE.

PRIOR TO COMMENCING ANY WORK, [T SHALL BE THE CONTRACTOR’S
RESPONSIBILITY TO ENSURE THAT ALL CURRENT STANDARDS FOR THE CITY OF
LOS BANOS ARE FOLLOWED AS WELL AS TO HAVE EACH UTILITY COMPANY
LOCATE, IN THE FIELD THEIR MAIN AND SERVICE LINES. THE CONTRACTOR SHALL
NOTIFY MEMBERS OF THE UNDERGROUND SERVICE ALERT (USA) 48 HOURS IN
ADVANCE OF PERFORMING ANY EXCAVATION WORK BY CALLING THE TOLL FREE
NUMBER (800) 642—2444. THE CONTRACTOR SHALL RECORD THE U.S.A. ORDER
NUMBER AND FURNISH ORDER NUMBER TO OWNER PRIOR TO ANY EXCAVATION. IT
SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO PROTECT ALL EXISTING
UTILITIES SO THAT NO DAMAGE RESULTS TO THEM DURING THE PERFORMANCE OF
THIS CONTRACT. ANY REPAIRS NECESSARY TO DAMAGED UTILITIES SHALL BE PAID
FOR BY THE CONTRACTOR. THE CONTRACTOR SHALL BE REQUIRED TO COOPERATE
WITH OTHER CONTRACTORS AND UTILITY COMPANIES INSTALLING NEW
STRUCTURES, UTILITIES AND SERVICE TO THE DEVELOPMENT.

WHENEVER PAVEMENT IS BROKEN OR CUT IN THE INSTALLATION OF THE WORK
COVERED BY THESE SPECIFICATIONS. THE PAVEMENT SHALL BE REPLACED, AFTER
PROPER BACKFILLING, WITH PAVEMENT MATERIALS EQUAL TO OR BETTER THAN
THE MATERIALS USED IN THE ORIGINAL PAVING. THE FINISHED PAVEMENT SHALL
BE SUBJECT TO THE APPROVAL OF THE PUBLIC WORKS DIRECTOR.

PAYMENT FOR PAVEMENT WILL BE MADE ONLY FOR AREAS SHOWN ON PLANS,
REPLACEMENT OF PAVEMENT WHICH IS BROKEN OR CUT DURING THE
INSTALLATION OF THE WORK COVERED BY THESE SPECIFICATIONS, AND WHICH
LIES OUTSIDE OF SAID AREAS, SHALL BE INCLUDED IN THE CONTRACTOR'S UNIT
PRICE FOR PAVEMENT, AND NO ADDITIONAL PAYMENT SHALL BE MADE FOR SUCH
WORK.

WE CALL YOUR ATTENTION TO TITLE 8 CALIFORNIA ADMINISTRATION CODE SECTION
1540 (A) (1) OF THE CONSTRUCTION SAFETY ORDERS ISSUED BY THE
OCCUPATION SAFETY AND HEALTH STANDARDS BOARD PURSUANT TO THE
CALIFORNIA OCCUPATIONS SAFETY AND HEALTH ACT OF 1973 AS AMENDED WHICH
STATES: (1) PRIOR TO OPENING AND EXCAVATION, EFFORT SHALL BE MADE TO
DETERMINE WHETHER UNDERGROUND INSTALLATIONS; I.E., SEWER, WATER, FUEL,
ELECTRIC LINES, ETC., WILL BE ENCOUNTERED AND IF SO, WHERE SUCH
UNDERGROUND INSTALLATIONS ARE LOCATED WHEN THE EXCAVATION APPROACHES
THE APPROXIMATE LOCATION OF SUCH AN INSTALLATION, THE EXACT LOCATION
SHALL BE DETERMINED BY CAREFUL PROBING OR HAND DIGGING; AND, WHEN IT
IS UNCOVERED ADEQUATE PROTECTION SHALL BE PROVIDED FOR THE EXISTING
INSTALLATION. ALL KNOWN OWNERS OF UNDERGROUND FACILITIES IN THE AREA
CONCERNED SHALL BE ADVISED OF PROPOSED WORK AT LEAST 48 HOURS PRIOR
TO THE START OF ACTUAL EXCAVATION.

CLEARING NOTES:

THE CONTRACTOR SHALL REVIEW SITE PRIOR TO BIDDING. ALL VEGETATION,
STRUCTURES, TREES, DELETERIOUS MATERIAL, ETC. SHALL BE REMOVED
FROM THE SITE AT THE EXPENSE OF THE CONTRACTOR AND SHALL BE
INCLUDED IN THE LUMP SUM CLEARING COST. ALL WORK SHALL COMPLY
WITH ASTM REQUIREMENTS AND CITY STANDARDS.

DUST CONTROL NOTES:

SPRAY WATER ON ALL EXPOSED EARTH SURFACED DURING CLEARING,
GRADING, EARTH MOVING AND OTHER SITE PREPARATION ACTIVITIES
THROUGHOUT THE DAY TO MINIMIZE DUST. USE TARPAULINS OR OTHER
EFFECTIVE COVERS ON ALL STOCKPILED EARTH MATERIAL AND ON ALL HAUL
TRUCKS TO MINIMIZE DUST. SWEEP THE ADJACENT STREET FRONTAGES AT
LEAST ONCE A DAY OR AS NEEDED TO REMOVE SILT AND OTHER DIRT WHICH
IS EVIDENT FROM CONSTRUCTION ACTIVITIES. ENSURE THAT CONSTRUCTION
VEHICLES ARE CLEANED PRIOR TO LEAVING THE SITE TO PREVENT DUST AND
DIRT FROM BEING TRACKED OFF SITE.

ALL EXPOSED SURFACES SHALL BE WATERED A MINIMUM OF TWICE DAILY
UNLESS DEEMED UNNECESSARY DUE TO WEATHER. WATER SHALL BE APPLIED
AS PROVIDED IN SECTION 17 OF CALTRANS STANDARD SPECIFICATIONS.

DUST PALLIATIVES MAY BE SUBSTITUTED FOR WATERING UPON THE APPROVAL

OF THE CITY ENGINEER. DUST PALLIATIVES SHALL BE APPLIED AS PROVIDED
IN SECTION 18 OF CALTRANS STANDARD SPECIFICATIONS.

STORM WATER POLLUTION PREVENTION:

STORM WATER POLLUTION PREVENTION PLAN (SWPPP) WILL BE PREPARED IN
ACCORDANCE WITH THE CURRENT STATE WATER RESOURCES CONTROL BOARD
N.P.D.E.S. PERMIT REQUIREMENTS. CONTRACTOR SHALL SUPPLY A SWPPP
COMPLETED BY A QUALIFIED SWPPP DEVELOPER (QSD). THE SWPPP SHALL BE
AVAILABLE AT THE PROJECT SITE AT ALL TIMES DURING CONSTRUCTION.

WATER NOTES:

CONTRACTOR SHALL EXPOSE EXISTING WATER LINES TO VERIFY EXISTING
ELEVATION AND LOCATION PRIOR TO START OF CONSTRUCTION.

WATER LINE CROSSINGS SHALL MEET STATE HEALTH STANDARDS AND DETAILS
AS SHOWN ON THESE PLANS.

WATER LINE CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH
THE REQUIREMENTS OF CITY OF LOS BANOS STANDARD SPECIFICATIONS.

INSTALL TRACER WIRE FOR ALL WATER LINES. ALL WATER LINES SHALL BE
INSTALLED WITH A NO. 12 GAGE TW SOLID COATED TRACER WIRE.

PRIOR TO FINAL ACCEPTANCE, ALL WATER LINES SHALL BE TESTED AND
DISINFECTED IN COMPLIANCE WITH THE REQUIREMENTS OF CITY OF LOS
BANOS IMPROVEMENT STANDARD SPECIFICATIONS.

ALL CONNECTIONS TO EXISTING CITY FACILITIES SHALL BE MADE IN THE

PRESENCE OF THE CITY PUBLIC WORKS DEPARTMENT. HOT TAPS SHALL
CONFORM TO CITY REQUIREMENTS.

WATER PIPE MATERIALS:

THE FOLLOWING PIPE MATERIALS SHALL BE USED FOR WATER MAIN CONSTRUCTION
AND SHALL CONFORM TO THE LATEST EDITION OF APPROPRIATE AMERICAN WATER
WORKS ASSOCIATION STANDARDS:

PIPE MATERIALS STANDARD

PVC (IRON PIPE 0.D.) AWWA C900,
DR 18 (CLASS 200 MINIMUM)
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PLAN REVISIONS
NO.| DATE REVISION
NO.

CONNECT TO EX. 10”
W (SEE NOTE 1)

ENGINEERING

Modesto Palo Alto  Pleasanton

REMOVE APPROX.

6" OF EX. 10" W INSTALL 10" VALVE PER

CITY STANDARD DET W-3 CONNECT TO EX. 8" W 1165 Scenic Drive, Suite B
CONNECT TO EX. 107 WITH 8°X8"X10" TEE (SEE Modesto, CA 95350
W (SEE NOTE 1) INSTALL 10" 45" BEND NOTE 1)
! - —{ 10" W } Ph 209.571.1765 odellengineering.com
2 520 LF 10” WATER REMOVE AND_J/// TRENCH PATCH EX
REPLACE EX. SIGN AC PAVEMENT (SEE
INSTALL 10" TEE SEE NOTE T AND 4 AND BOLLARDS NOTE 3)
, TRENCH PATCH EX. AC <
INSTALL 10” VALV <
STALL 107 VALVE PAVEMENT (SEE NOTE 3) =
INSTALL 2” BLOW—OFF oC
IN METER BOX O
L
oC <
NOTES AND LEGEND B ] N 5
1. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL POTHOLE EX. WATERLINE AT POC'S AND EX. SS NEw 2 I'l']
AND SD LINES AT CROSSINGS TO VERIFY LOCATIONS AND DEPTHS. WATER SERVICE I I—
2. MINIMUM COVER FOR NEW WATER LINES SHALL BE 2—FT 6—IN IN PAVED AREAS AND 3—FT IN <E <
UNPAVED AREAS. MAXIMUM COVER SHALL NOT EXCEED 5-FT. | Z
CONNECHTO EX. —_—
3. AC PAVEMENT REPAIR WIDTH SHALL BE 1—FT WIDER THAN UTILITY TRENCH WIDTH. SEE CITY 10" 45" ELBOW 8” PVC WATER 0 10 20 40 al
STANDARD DET. BF—1, BF—2, AND BF—3 FOR TRENCH WIDTH, PIPE EXCAVATION, AND BACKFILL. SCALE: 1" = 20' O
4. WATERLINE SHALL BE INSTALLED MIN. 12" ABOVE EX. SS OR SD LINE. IF MINIMUM COVER = I_ —
CANNOT BE MET, WATERLINE MAY BE INSTALLED BELOW EX. SS OR SD LINE PER DETAL 1, (D
SHEET 3. LL] | | I
5. AFTER INSTALLATION AND TESTING OF NEW WATER LINE, REMOVE VALVE BOXES AND TRENCH E I I I Z
PATCH EXISTING PAVEMENT 8”X10” REDUCER | I I I
[ ] TRENCH PATCH EX. AC PAVEMENT, SEE NOTE 2. J > D: I
~ TRENCH PATCH EX. CONCRETE MEDIAN, CURBS AND SIDEWALKS O I—
ZZZ3 pER CALTRANS AND CITY. STANDARDS. N-T-S. C U) ><
‘ P
* * ™
‘ (dp)
| ~— O
| Pz
S <
2 m
> (dp)
N O
INSTALL NEW 2” —
SERVICE. PLUG END
‘ REPLACE EX. FIRE OF EX. 2” PIPE
HYDRANT. PLUG AND ABANDON
x CALTRANS ROW | END OF EX. 6” 7,
; : o0 PIPE AND ABANDON.
o
7 SEE NOTE 1 AND 4
| ~ 13TH STREET
SEE NOTE 5 | “ _ SEEZWOTE 5 V2 ‘N WATERLINE LAYOUT AND
| | E TRENCH PATCH EX. g | Al DESIGN
‘ AC PAVEMENT (SEE
NOTE 3) -
)
ABOVE
CONNECT TO EX. r :
10" W LINE VWTH—~//'£’!4'V 2 om 045 LF 10" WATER 45" ELBOW 10” VALVE WITH TEMPORARY
A 10°X10” TEE | X MECHANICAL RESTRAINT TO
‘ ‘ 6" VALVE INSTALL NEW 10" SEE NOTE 1 AND 4 ALLOW FOR TESTING OF THE
INSTALL 10" VALVE SEE NOTE 1 AND 4 , W (~245 LF) NEW LINE PROR TO
H | | 107 VALVE CONNECTION TO THE
TRENCH PATCH EX. | EXISTING 8" LINE
CONCRETE MEDIAN |
| PaREat T Bl - oy e = — - SF L2 Z 97 2 —— 7 —

e —
0 10 20 40
SCALE: 1" =20’
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CONNECT TO EX. !
10" W LINE W|TH—/'If I

A 107X10" TEE / \
INSTALL 10" VALVE SEE NOTE 1 AND 4

INLET PROTECTION/ﬂ

INLET PROTECTION
CONNECT TO EX. 10" D/
W (SEE NOTE 1)

REMOVE APPROX.

6 OF EX. 10" W FIBER ROLL INSTALL 10" VALVE PER i
CITY STANDARD DET W-3 CONNECT TO EX. 8™ W
WITH 8”"X8"%10" TEE (SEE

CONNECT TO EX. 10 NOTE 1)

W (SEE NOTE 1) INSTALL 10" 45 BEND

—{ 10" w I
\ -~
/ : \\J e - 520 LF 10" WATER o AND% ;EENP(;CE'\T ?FH(SESE
- REPLACE EX. SIGN
INSTALL 10" TEE SEE NOTE 1 AND 4

AND BOLLARDS NOTE 3

TRENCH PATCH EX. AC FIBER ROLL

)
INSTALL 10” VALVE N
PAVEMENT (SEE NOTE 3) U

INSTALL 2" BLOW—OFF
IN METER BOX

e —

0 10 20 40

SCALE: 1"=20'

INLET PROTECTION

EROSION CONTROL NOTES:

THIS PLAN PROVIDES EROSION CONTROL AND SEDIMENTATION
INFORMATION AND  DESIGN USING THE FOLLOWING ASSUMPTIONS:
*GROUND HAS BEEN ROUGH GRADED

CONTRACTOR SHALL ADJUST THE SEDIMENTATION AND EROSION
CONTROL METHODS AS THE PROJECT DEVELOPS. IT SHALL BE THE
QUALIFIED SWPPP PRACTITIONER’S (QSP) RESPONSIBILITY TO ENSURE
THAT THE INSTALLED EROSION CONTROL AND SEDIMENTATION
IMPROVEMENTS ~ ARE IN CONFORMANCE WITH THE STATE OF
CALIFORNIA STORM WATER POLLUTION PREVENTION PLAN GUIDELINES
AND THE CALIFORNIA BEST MANAGEMENT PRACTICES.

WINTERIZATION NOTES

ALL MATERIALS NECESSARY FOR WINTERIZATION SHALL BE AVAILABLE
AT THE SITE COMPLETED BY OCTOBER 15.

WINTERIZATION SHALL BE INSTALLED ACCORDING TO THIS PLAN AND
AS DIRECTED BY THE QUALIFIED SWPPP PRACTITIONER (QSP).

EX. ROW

INSTALL NEW 27

SERVICE. PLUG END FILL SLOPES: AVOID LEAVING SHINY, SMOOTH GRADED SURFACES.
REPLACE EX. FIRE OF EX. 2" PIPE THE LAST GRADING OPERATION SHALL BE TO WALK A TRACK—TYPE
HYDRANT. PLUG AND ABANDON TRACTOR UP AND DOWN THE SLOPE, CREATING CLEAT MARKS ON
| CALTRANS ROW | END OF EX. 6 %7 THE SLOPE WITH CONTOURS. THESE WILL PROVIDE SEED AND
' | PIPE AND ABANDON. FIBER COLLECTION POINTS,

/—SEE NOTE 1 AND 4—\

13TH STREET -_

TRENCH PATCH EX.
AC PAVEMENT (SEE
NOTE 3)

CUT SLOPES: AVOID LEAVING SHINY, SMOOTH GRADED SURFACES.
THE LAST GRADING OPERATION SHALL LEAVE THE SLOPE IN A
ROUGHENED CONDITION WITH 2 INCHES OF LOOSENED MATERIAL
FOR SEEDING.

EACH FIBER ROLL SHALL BE SECURELY HELD WITH 17X1°X18"
STAKES.

SEE DETAIL IF ANY GRAVEL BAGS ARE MOVED AND/OR RELOCATED IN GAINING
ABOVE ACCESS TO THE SITE DURING THE WINTER MONTHS, THEY SHALL
BE REPLACED IF THEY ARE NO LONGER STABLE. ONCE INSTALLED,
1%’(’: VALvCE WIFIESTTFEMPgRﬁgY ALL WINTERIZATION MATERIALS SHOULD BE CHECKED BEFORE EACH
MECHANICAL AIN WEEKEND AND EACH STORM.
8" VALVE INSTALL NEW 10" SEE NOTE 1 AND 4 ALLOW FOR TESTING OF THE
, W (~245 LF) NEW LINE PROR TO THIS PLAN IS INTENDED TO BE USED FOR EROSION CONTROL ONLY.
1 107 VALVE CONNECTION TO THE OTHER  INFORMATION SHOWN HEREIN MAY NOT BE THE MOST
TRENCH PATCH EX. EXISTING 8" LINE CURRENT.

CONCRETE MEDIAN FIBER ROLL

NN

45 ELBOW

- 245 LF 10" WATER

AFTER THE UNDERGROUND STORM DRAIN SYSTEM IS INSTALLED,

THE CATCH BASINS WILL BE INSTALLED (AS SOON AS PRACTICAL)
—— [ — AND THE SEDIMENT CONTROL DEVICE WILL BE PLACED AROUND
THOSE CATCH BASINS AS SHOWN ON  THIS PLAN AND IN THE

DETAIL ON THE SHEET UNTIL THE SITE IS PAVED.
O

0 10 20 40 SEDIMENT CONTROL DEVICES

SCALE: 1"=20'
CONTRACTOR TO PROVIDE TEMPORARY SEDIMENT CONTROL DEVICE
AT CATCH BASINS AS SHOWN IN DETAIL. CONTRACTOR MAY
SUBSTITUTE OTHER SEDIMENT CONTROL DEVICES (GRAVEL BAGS,
SILT TRAPS, ETC.) UNDER THE DIRECTION OF THE QSP.
MODIFICATIONS TO THIS PLAN NEED TO BE APPROVED BY QSD, AND
LOGGED IN THE SWPPP AMENDMENT LOG.

DUST CONTROL MEASURES

CONTRACTOR TO PRACTICE DUST CONTROL MEASURES IN ACCORDANCE
WITH THE CITY OF LOS BANOS STANDARDS THROUGHOUT
CONSTRUCTION.

EX. ROW

WOOD STAKE WOOD STAKE FACE OF CURB

MAX. 4 SPACING FIBER MAX. 4 SPACING NLET FILTER EROSION CONTROL LEGEND

FIBER ROLL
ROLL GRATE
FINISHED GRATE

GRADE\ @

3

(STATE ROUTE 152)

FILTER = FIBER ROLL

/ MATERIAL
I — SEDIMENT CONTROL
= DEVICE AT CURB INLET

PACHECO PASS HIGHWAY

FINISHED
FILTER MATERIAL TO

GRADE
) OVERLAP DROP INLET

J
4
3 N ) BY 17 MIN. e
12 WIRE OR EXISTING DROP
TIRE WRAP % INLET GRATE
(e.) PLAN VIEW SECTION B-B
N.T.S. N.T.S.

WIRE OR
TIRE
WRAP

‘U'
——

FLAT AREA SLOPE AREA

ENTRENCHMENT DETAIL FOR FIBER ROLL SEDIMENT CONTROL DEVICE @ CURB INLET
NOT TO SCALE NOT TO SCALE

PLAN REVISIONS
NO.| DATE REVISION
NO.

ENGINEERING

Modesto Palo Alto  Pleasanton

1165 Scenic Drive, Suite B
Modesto, CA 95350

Ph 209.571.1765 odellengineering.com

<
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EROSION CONTROL
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ABBREVIATION LIST

13TH STREET WATER EXTENSION

+

AB
AC
ADA
BC
BDRY
BM
BO
BOC
BSL
BW
C&G
CB
CO
¢

C or CONC.
D
D—FM
D.I.P.
EC
ELEV.
EP
ESMT
EX or EXIST
FF
FH

i
GB
HORIZ
HP
INV.
IRR
JP
LF

PLUS OR MINUS MH
AGGREGATE BASE MIN
ASPHALT CONCRETE N.T.S.
AMERICANS WITH DISABILITY ACT PCC
BEGINNING OF CURVE R
BOUNDARY PP
BENCH MARK PRC
BLOW—OFF PUE
BACK OF CURB PVC
BUILDING SETBACK LINE P or PVMT
BACK OF WALK R
CURB AND GUTTER RCP
CATCH BASIN RET
CLEANOUT ROW
CENTER LINE S/W
CONCRETE S
STORM DRAIN SD
STORM DRAIN FORCE MAIN SHT
DUCTILE IRON PIPE SNS
END OF CURVE Sp
ELEVATION STA
EDGE OF PAVEMENT STD
EASEMENT TBM
EXISTING TC
FINISH FLOOR TEMP
FIRE HYDRANT THRU
FLOW LINE TPE
GRADE BREAK VC
HORIZONTAL VCP
HIGH POINT VERT
INVERT W
IRRIGATION U.N.O.
JOINT POLE UP
LINEAL FEET TYP.

LEGEND (PLANS)

MANHOLE

MINIMUM

NOT TO SCALE

POINT OF COMPOUND CURVE
PROPERTY LINE

POWER POLE

POINT OF REVERSE CURVE
PUBLIC UTILITY EASEMENT
POLYVINYL CHLORIDE PIPE
PAVEMENT

RADIUS

REINFORCED CONCRETE PIPE
RETURN

RIGHT OF WAY

SIDEWALK

SANITARY SEWER

STORM DRAIN

SHEET

STREET NAME SIGN
STANDPIPE

STATION

STANDARD

TEMPORARY BENCH MARK
TOP OF CURB
TEMPORARY

TRHOUGH

TREE PLANTING EASEMENT
VERTICAL CURVE

VITRIFIED CLAY PIPE
VERTICAL

WATER

UNLESS NOTED OTHERWISE
UTILITY POLE

TYPICAL

EXISTING

PROPOSED

/S/Do I - 41

mom | D

)Y
-
A<

« 100.65

lxem € <

Py,
Py

4008 @ 6 { ©® ¥O X

XX"SD > [XX'SS

XEH\

ACCESSIBLE PARKING STRIPING

BACKFLOW PREVENTOR
BENCHMARK

BOLLARD

CATCH BASIN

CLEAN OUT
CONCRETE

CONTOUR
DOOR

DOUBLE DETECTOR CHECK VALVE

DRAIN INLET

ELECTRIC METER/BOX
ELECTROLIER

ELEVATION W/ DESCRIPTION

FIRE DEPARTMENT CONNECTION

FIRE HYDRANT

GAS METER/BOX

GAS VALVE

HOSE BIB

IRRIGATION  VALVE
MANHOLE

POINT INDICATOR VALVE
SANITARY SEWER MANHOLE
SIGN

STORM DRAIN MANHOLE

STREET/SITE LIGHT PULL BOX

TELECOMMUNICATIONS BOX

TELECOMMUNICATIONS MANHOLE

TRAFFIC SIGNAL
TRAFFIC SIGNAL BOX

TREES W/ DRIP LINE

UNDERGROUND UTILITY LINE
LABEL AND DIRECTION

UTILITY POLE

WALL (HEIGHT/TYPE NOTED)
WATER METER/BOX

WATER VALVE

CONCRETE
PAVEMENT

GRAVEL

BRICK /PAVERS

LANDSCAPE

NOTE:

IMPROVEMENT PLAN

LOS BANOS, CALIFORNIA

PACHECO PASS HIGHWAY
(STATE ROUTE 152)

THE CONTRACTOR SHALL BE REQUIRED TO PREPARE, SUBMIT, AND OBTAIN
CALTRANS APPROVAL OF THEIR SHORING PLAN PRIOR TO EXCAVATION. NO
WORK SHALL BEGIN UNTIL THE SHORING PLANS ARE APPROVED BY

CALTRANS.

CALTRANS ROW

NEW WATER MAIN

LOCATION

N
e —
0 15 30 60

SCALE: 1"=30'

DIST. | COUNTY | ROUTE

POST MILE

SHEET
NO

TOTAL
SHEET

10 MER

152

2117

PLAN REVISIONS
NO.| DATE REVISION
NO.

JEFFREY RD

W PACHECO BLVD

SAN LUIS ST

MILLER LN

Z

WASHINGTON AVE

|

—

10S

7 ST

HILLVIEW DR

4
//V 044/
A

l JEFFERSON AVE

13TH ST

MADISON AVE

11TH ST
MERCY SPRINGS RD

SITE

PROJECT

~
e,
4y

TANNER RD

I DE ANZA WAY J

_

BOALT DR

SHEET INDEX

VICINITY MAP

N.T.S.

1. CALTRANS COVER SHEET
2. CALTRANS LAYOUT AND DESIGN

CONTACT INFORMATION

OWNERS:

CIVIL ENGINEER:

CITY OF LOS BANOS

520 J STREET

LOS BANOS, CA 93635
CONTACT: GREG PIMENTEL

(209) 827-7056

O’'DELL ENGINEERING

1165 SCENIC DRIVE, SUITE B
MODESTO, CA 95350
CONTACT: MIKE PERSAK

(209) 571-1765

BENCHMARK:

DATUM: NAVD88 (HORIZONTAL DATUM: NAD 83 — EPOCH DATE 2010 PER NGS
CORS S300)

NAME: #1501 1

ELEVATION: 117.52 FEET

LOCATION: NORTHING: 1842686.72, EASTING: 6462938.78

13 FEET NORTH OF CHAINLINK FENCE. 2 FEET NORTH OF SOUTH EDGE
OF PAVEMENT.

ENGINEERING

Palo Alto

1165 Scenic Drive, Suite B
Modesto, CA 95350

Modesto Pleasanton

Ph 209.571.1765 odellengineering.com

CALIFORNIA

IMPROVEMENT PLAN
13TH STREET WATER

EXTENSION
UNDER STATE ROUTE 152

LOS BANOS

COVER SHEET

No. C44908

Exp. 3/31/16

APPROVED:

DESIGNED: ~ MP

DRAWN: EV

CHECKED:  MP

SCALE: N.T.S.

DATE: 4/22/2015

JOB NO.: 27913

FILE NO.:  27913—CV.dwg
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CALTRANS ROW

EX. ROW

REPL
HYDt
END

PIPE

13TH STREET

[~

N

CONNECT TO EX
10” W LINE wn}+—//’{j!7 I

A 107X10" TEE _J///
INSTALL 10" VALVE
i |

TRENCH PATCH EX.
CONCRETE MEDIAN
\

PACHECO PASS HIGHWAY

(STATE ROUTE 152)

e —
0 10 20 40
SCALE: 1" =20’

TO BE SUPPLEMENTED BY STATE STANDARD PLANS 2010.

NOTES

DIST.

COUNTY

ROUTE

POST MILE

SHEET
NO

TOTAL
SHEET

10

MER

152

2117

PLAN REVISIONS
NO.| DATE REVISION

NO.

1.

CONTRACTOR SHALL WAIT FOR A CALTRANS ENCROACHMENT PERMIT TO BE
OBTAINED BEFORE STARTING CONSTRUCTION IN CALTRANS RIGHT—OF—-WAY

CONTRACTOR IS RESPONSIBLE FOR FIELD CONDITIONS 24 HOURS A DAY.

CONTRACTOR SHALL NOTIFY THE DESIGN ENGINEER IF THE EXISTING CONDITIONS
DIFFER FROM WHAT IS SHOWN ON THE PLANS.

ALL TRENCHES SHALL BE SHORED AND PROTECTED PER CAL—OSHA REQUIREMENTS.
THE CONTRACTOR SHALL BE REQUIRED TO PREPARE, SUBMIT, AND OBTAIN
CALTRANS APPROVAL OF THEIR SHORING PLAN PRIOR TO EXCAVATION. NO WORK
SHALL BEGIN UNTIL THE SHORING PLANS ARE APPROVED BY CALTRANS.

THE EXACT LOCATION OF EXCISING UTILITIES ARE NOT SPECIFICALLY LOCATED. THE
CONTRACTOR SHOULD EXERCISED EXTREME PRECAUTIONS.

GROUNDWATER ENCOUNTERED DURING CONSTRUCTION SHALL NOT BE DISCHARGED
WITHIN CALTRANS RIGHT—OF—WAY.

MINIMUM COVER FOR NEW WATER LINES SHALL BE 2—FT 6—IN IN PAVED AREAS
AND 3—FT IN UNPAVED AREAS. MAXIMUM COVER SHALL NOT EXCEED 5-FT.

PRIOR TO CONSTRUCTION, CONTRACTOR SHALL POTHOLE EX. WATERLINE AT POC’S
AND EX. SS AND SD LINES AT CROSSINGS TO VERIFY LOCATIONS AND DEPTHS.

WATERLINE SHALL BE INSTALLED MIN. 12" ABOVE EX. SS OR SD LINE. IF MINIMUM
COVER CANNOT BE MET, WATERLINE MAY BE INSTALLED BELOW EX. SS LINE PER
DETAIL 1, SHEET 3.

ENGINEERING
Modesto Palo Alto  Pleasanton

1165 Scenic Drive, Suite B
Modesto, CA 95350

Ph 209.571.1765 odellengineering.com

CALIFORNIA

IMPROVEMENT PLAN
13TH STREET WATER

EXTENSION
UNDER STATE ROUTE 152

LOS BANOS

WATERLINE LAYOUT AND
DESIGN

No. C44908

Exp. 3/31/16

APPROVED:

DESIGNED: ~ MP

DRAWN: Y
CHECKED:  MP
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